
GPS/GSM Tracker
Car Secretary TCU (Telematics Control Unit)

User Manual

Product Model:
CMSE-VH
CMSE-V2
CMSE-V2L



Contents
1. Introduction ...........................................................................................................3
2. Parameter & Feature .............................................................................................3

2.1. Technical Parameter ...................................................................................3
2.2. Feature .......................................................................................................3

3. Packing List ..........................................................................................................4
4. Function & Command ..........................................................................................5

4.1. Voice Monitor ............................................................................................5
4.2. Start Master Option.....................................................................................5
4.3. SMS Command ..........................................................................................5

5. Diagram ................................................................................................................6
6. Warm Suggestion ..................................................................................................6
7. Car Secretary Cloud Service .................................................................................7

7.1. Car Secretary Website Management ..........................................................7
7.2. Car Secretary App Management ................................................................8

*All the items inside the manual should be subject to any changes without additional notices.

*Ensure the SIM card has already provided SMS/GPRS/VOICE and Caller ID services

from the Mobile Telecom Company.



3

1. Introduction
CMSE series GPS Tracker is a security product based on GPS and GSM network.
It can send car's coordinate to your mobile phone, lock/unlock your car, disconnect
fuel circuit, voice monitoring, send SOS, etc. With this module's assistance, your
car is protected and managed under a better security.

CMSE-VH is simple tracker without GPRS network connection.
CMSE-V2/CMSE-V2L can share Cloud-Service with GPRS network. It allows you
to manage and control your car on website or by Android/iPhone App.

2. Parameter & Feature
2.1 Technical Parameter
Technical Parameter CMSE-VH CMSE-V2 CMSE-V2L

Working voltage DC9V-16V
Main unit static current < 10mA

Frequency Band GSM 850/900/1800/1900MHz
GPS Core SIRF-III

GPS Accuracy < 10M
Working temperature -40℃ - 105℃

Working humidity < 92%

2.2 Feature
Features CMSE-VH CMSE-V2 CMSE-V2L

High precision location √ √ ×

Compatible with Push Start √ √ √

Interior Voice Monitoring √ √ √

SMS Management
Lock / Unlock Door √ √ √

Coordinate Report √ √ ×

A-GPS Feedback (LBS) × √ √

Location Feedback (Street) × √ ×

ACC Trigger Alarm √ √ √

Unlock Trigger Alarm ○ ○ ○

Power disconnection Alarm √ √ √

GPS Removal Alarm √ √ ×

GPS Short Circuit Alarm √ √ ×

Battery Low Voltage Alarm √ √ √

Send SOS √ √ √

Care Reminder × √ ×

Disconnect Fuel Circuit √ √ √

Start/Stop Engine ○ ○ ○

Search Car ○ ○ ○



Web Management
Location N/A √ √

Real-Time Tracking N/A √ ×

History Path Query N/A √ ×

Various Reports & Summaries N/A √ ×

Various Alarms & Reminders N/A √ ×

Disconnect Fuel Circuit N/A √ √

App Management
Lock / Unlock Door N/A √ √

Set Security (SMS/Push) N/A √ √

Disconnect Fuel Circuit N/A √ √

Location N/A √ ×

*Vehicle Status Query N/A √ √

Start/Stop Engine N/A ○ ○

Search Car N/A ○ ○

*Item changes according to specific car.
○Only enable when working with Push Start System

3. Packing List
Kindly please check the components complete or not before installation:
Main Unit x1 GSM Antenna x1 MIC x1
Main Cable x1 Battery x1 Relay x1
GPS Antenna x1 SOS Button x1
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4. Function & Command
4.1 Voice Monitor:Make a direct phonecall to get voice monitor.

4.2 Start Master Option: Set DIP-2 “ON“ to enable working with Push Start System.

4.3 SMS Command
SMS Command for Owner

CMSE-VH CMSE-V2 CMSE-V2L

#800+xxxxxx
Initial setup! Set owner, the phone number which sends this SMS will
be authorized as car owner, xxxxxx is password.

#801+xxxxxx+n+yyy Set users, n is index (1 or 2), yyy is user phone number
#104+xxxxxx+www+
yy+zz

N/A
Setup APN to access internet, www is APN
name, yy/zz is APN's username/password.

#803+xxxxxx+nnnnnn Set SOS number "nnnnnn"
#102+xxxxxx+n Set device current mileage "n" N/A
#103+xxxxxx+n Set language, n=1 English, n=2 Chinese
#s900+xxxxxx Restart device, need SMS confirmation.
#s999+xxxxxx Recover factory value, need SMS confirmation.

SMS Command for Owner & User
CMSE-VH CMSE-V2 CMSE-V2L

101 SMS response user phone number of this car and SSP number
102 SMS response device system information: version, IMEI, etc.
103 SMS response current network parameter

111
*SMS response car current street information

N/A Available N/A

112
SMS response car current coordinate

Available N/A

113
SMS response car current mileage

Available N/A
114 SMS response car current battery status
115 SMS response car current cell base station status
201 Unlock and SMS response
202 Lock and SMS response
203 Start engine (need working with Push Start / Remote Start)
204 Stop engine (need working with Push Start / Remote Start)
205 Connect fuel circuit and SMS response
206+xxxxxx Disconnect fuel circuit and SMS response
207 Enable deep security mode
208+xxxxxx Disable deep security mode
209 Trigger searching alarm (need working with Push Start / Remote Start)
Note: The owner has the highest authority, please be careful to set it.
*Cloud-Service, please ensure the device has already been paid yearly fee.
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5. Diagram
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*Only available for CMSE-V2/V2L
J3: For engineer debugging purpose only.
Port 3: Only enable when working with Push Start System.
Port 4: For specific cars door trigger alarm purpose only, Disable as default.
Port 12: For specific cars Can-Bus control purpose only, Disable as default.
Port 13: For specific cars Can-Bus control purpose only, Disable as default.
Port 14: For specific cars Auto-Security purpose only, Disable as default.
To realize basic GPS functions, the minimal connections are required:
Port 11 (ACC) Port 15 (GND) Port 16 (12V+)
No need to connect Port 4, 6, 7, 12, 13, 14 if working with Push Start System.

6. Warm Suggestion
1. The product must be installed by professional vehicle technician. Ensure the
power voltage is less than 16V before installation. If it is higher than 16V (for
example truck-24V), please ask your dealer to make some tuning.
2. The main unit should be installed at hidden position which avoids water, far
away from heat source and electric device.
3. GPS antenna should be fixed to face sky without metallic shield. GSM antenna
should be fixed far away from main unit without metallic shield.
4. Main cable connection: Make them hidden and fixed firmly to avoid man-made
damage. Test them by multimeter after installation.
5. Initialization: After powered 30 seconds, the GSM works, configure it by SMS.
6. Do not forget to configure the APN parameter if you want to access internet and
Cloud-Service (APP, Website, SMS Street information, etc.)



http://www.carsecretary.com/home/en

